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Who needs the new application module for RoutePro30007?

All our customer highly estimate the precision and sturdiness of the Bungard CCD. The open system just in-
vites to adapt the Bungard CCD for customer specific applications.

Unfortunately we are not able to realize all customer requests.

For that reason all builders and makers have now the opportunity to develop their ideas for the Bungard
CCD. We offer the interface so you can remote control the CCD with your own application.

This enables you to mount tools or measuring devices onto the CCD, these devices will then transfer data to
your application and your application again interacts according to the data input with the CCD.

Requirements

You need:
- Software RoutePro3000
- Application-License API3000
« Zip-file RouteProApi 25062014a.zip
« programming skills

e - - —
i @\\ i Project Group RoutePro3000 - ccd_PCB_quickstartanl =
RunCNC  General Material  Import  Views  Manusl Operation | Ophnns Style ~ Help (@

modules for RoutePro3000 ?

‘f&&:* o Czrr—

‘ Machine PDF Touls ‘ Show ‘ ‘
Default tool setti Password

Did you check out the other available

Aurailable Modules (not install

All available modules which are not yetinstalled,
will be displayed. You may select one or more
modules fora 14 days free trial peri

click. itis

Mo license found

If you want to test the Application-module, you can activate a 14

day Demo-license. Go to tab Options, look at Available Options Frass e o ot period o 14 doge

and wait till API3000 (Remote3000) appears. Click on API13000. Afer s you need to purchase the module

After that you can activate your evaluation period. It may be ne- et senine v

cessary to restart RoutePro3000. Yos No

t You need a license to use this module
LY

In addition you need the zip-file RouteProApi 25062014a.zip.
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folder...........
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The application module API3000

Go to RouteProApi\RoutePro3000APN\bin\Debug and double click on Route-
Pro3000API.exe. If RoutePro3000 is not opened, this message appears:

Open RoutePro3000, click on the warning message yes. Now the graphic inter-

RoutePra 3000 4P| [E)E)5) | T Routepro 3000 AP fEx

face appears.

Here you can insert , similar to the Manual Mode, positions
for X, Y and Z and have the machine drive to these posi-
tions. What is more, you can also switch the spindle on and
off and change the number of revolutions (RPM). Try it! If it
does not work, most probably you haven't opened tab
Manual Mode. This is also shown in the API3000 inter-
face.

OK, open tab Manual Mode and try again. Now the
Bungard CCD should react. At the same time you will no-
tice that the dialogue fields in the Manual Mode react. The
API3000 interface is coupled with the Manual Mode.

If you change the positions X, Y and Z in the API3000 inter-
face, the positions also change in Manual Mode. If you
start the spindle and change RPM, this will also be
displayed in Manual Mode.
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The RoutePro3000API.exe only serves as an optical control. The real interaction with the CDD takes place

via a programming environment.

Go to RouteProApi\RoutePro3000API and open the
file Form1.cs with an editor e.g. Notepad. Alternat-
ively you open the file with your programming envir-
onment.
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From that point on it becomes clear for
every user with programming back-
ground, which huge opportunities the
module API3000 for the Bungard CCD of-
fers. Please understand that we cannot
give support for your programming. But
With the appropriate professional back-
ground, it will be very easy for you to in-
tegrate the Bungard CCD into your ap-
plication.
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Safety regulations

Pay heed to the safety regulations of the Bungard CCD.

Technical data

Requirements: «  Software RoutePro3000

- License API3000

+ Zip-file RouteProApi 25062014a.zip
- Programming skills

Application: Remote control for CCD, developing of your own applica-
tions
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